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FOUNDED: 1947 by Peter Bröckskes sen. 
an independent, medium-sized company. 

CEO: Peter Bröckskes and Sabine Bröckskes-Wetten 

PLANT/LOCATION: In Viersen (Lower Rhine) 110.000 m2 company site. 

Own manufacturing from copper conductor to outer sheath. 

VDE proved burnchamber and laboratory within the company. 

EMPLOYEES/WORKERS: Approx. 430 at the plant in Viersen, 550 worldwide 

YEARLY SALES: Approx. 95 Mio. € worldwide 

PRODUCTS: Special Cables 

Measurement Technology 

Cable Harnessing 

CERTIFICATES  
AND APPROVALS: Quality management system acc. to DIN EN ISO 9001  

for every manufacturing field 

Environmental management system acc. to DIN EN ISO 14001 

Occupational health and safety management  
acc. to NLF/ILO-OSH and DIN ISO 45001 

Energy management system acc. to DIN EN ISO 50001

Family business in the third generation

75years of experience in cable and wire manufacturing as well as in temperature measurement technology turned a 
one-man business into a company with more than 550 employees. We prove our strength every year with more 

than 1500 special products according to customers' requirements. Each product is a new challenge for our creative technical 
team. We at B see ourselves as a manufacturer and a service provider – in the sense of true partnership and the 
greatest possible customer orientation. 

Today, the quality of our products is known and appreciated in more than 80 countries around the world. In all product ranges, 
we are certified according to DIN EN ISO 9001. Furthermore, we have implemented an environmental management 
system for our company according to DIN EN ISO 14001, an occupational health and safety management system according 
to DIN EN ISO 14001 and DIN ISO 45001, and an energy management system according to DIN EN ISO 50001. 

And also for the future, our slogan is: “WE CONTINUE!”
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   34007210             7 x 35,0 mm²            37,0           2352,0                3003                   35,0 mm²: 0,554                         207 A 
   34007213           7 x 35,0 mm² +                                                                                  35,0 mm²: 0,554 
                               6 x 3 x 1,0 mm²          37,0           2524,8                3125                     1,0 mm²: 19,5                           207 A
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                   Construction:  
Conductor:                 bare copper strands 

Insulation                   35,0mm²: PVC 
                                     1,0mm²: SC 

Colour code:              control cores: black with numbers 1-18 
                                   neutral core: blue 
                                   phase core: white, brown, black 
                                   (two conductors of the same colour  
                                   form the phase) 

Stranding:                  phase conductor concentrically around the       
                                   neutral conductor, control conductors as triple  
                                   in the fillers 

Sheath material:        PVC 

Sheath colour:           orange 

Marking:                    S BRÖCKSKES · D-VIERSEN · 
                                   GP 400 Sy 7x35,0mm²+6x3x1,0mm² 
                                   3400-7213 C and current meter marking

                           Technical Data: 
Nominal voltage:                      Uo/U 0,6/1 kV 

Testing voltage:                         core/core 4000 V AC 

Min. bending radius 
fixed laying:                                 4 x d 
flexible application:                      8 x d 

Temperature range                                                          
fixed laying:                                 -40/+70 °C                   
flexible application:                       +5/+70 °C 

Absence of                                
harmful substances:                 acc. to RoHS directive of the European Union

                      Outstanding features: 
                     ●       reduced outer diameter

www.sab-cable.com

400 Hz Ground Power

GP 400 Sy 
400 Hz Ground Power supply cable - Symmetrical
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Application: For use as fixed installed cable in 400 Hz systems, e.g. between 400 Hz generator and cable dispenser.

   Item. no                 no. of cores           outer-Ø              copper                cable                   DC resistance                      current rating 
                               x cross section                                    figure                 weight                       at 20°C                           supply cores 
                                     n x mm²           approx. mm            kg/km               ≈ kg/km                    max. Ω/km                 acc. to DIN VDE 0298

Other dimensions and colours are possible on request.

per phase

per phase

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/industrial-cables-and-wires/400-hz-ground-power-supply-cables.html


   34001321          1 x (50,0 mm² +                                                                               50,0 mm²: 0,393 
                                 4 x 1,0 mm²)            15,6            524,0              587                      1,0 mm²: 20,0                                   168 A 
   34001421          1 x (70,0 mm² +                                                                               70,0 mm²: 0,277 
                                 4 x 1,0 mm²)             17,7             739,2              800                      1,0 mm²: 20,0                                   207 A 
   34001521          1 x (95,0 mm² +                                                                               95,0 mm²: 0,210 
                                 4 x 1,0 mm²)            19,6            940,8             1032                     1,0 mm²: 20,0                                   250 A
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                   Construction:  
Conductor:                 tinned copper strands 

Insulation:                  S 

Colour code:              control cores: red, black, green, yellow 
                                   power supply core: red 

Stranding:                  control cores within the power supply core 

Sheath material:        PUR 

Sheath colour:           orange 

Marking:                    S BRÖCKSKES · D-VIERSEN · 
                                   GP 400 SC (50,0mm²+4x1,0mm²) 
                                   3400-1321 C and current meter marking

                           Technical Data: 
Nominal voltage:                      Uo/U 115/200 V 

Max. permissible 
operating voltage*:                  Uo/U 0,6/1 kV 

Testing voltage:                         core/core 4000 V AC 

Min. bending radius 
fixed laying:                                 4 x d 
flexible application:                      6 x d 

Temperature range                                                          
fixed laying:                                 -50/+90 °C                   
flexible application:                      -40/+90 °C 

Halogen-free:                             acc. to IEC 60754-1 + VDE 0482-754-1 

Oil resistance:                            very good - TMPU  
                                                   acc. to EN 50363-10-2 + VDE 0207-363-10-2 

Weather resistance:                   very good 

Absence of                                
harmful substances:                 acc. to RoHS directive of the European Union

                      Outstanding features: 
                     ●       low capacity insulation 

                        ●       abrasion-resistant PUR jacket 

                        ●       control cores symmetrically arranged  
                                 inside power supply core 

                        ●       cold flexible 

                        ●       halogen-free 

                        ●       oil resistant 

                        ●       weather resistant *  using all wires on one potential

www.sab-cable.com

400 Hz Ground Power

GP 400 SC 
400 Hz Ground Power supply cable - SingleCore
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Application: For use in flexible applications, e.g. on mobile generators, in cable dispensers in the ground or on the pas-
senger bridge.

   Item. no                 no. of cores           outer-Ø              copper                cable                   DC resistance                      current rating 
                               x cross section                                    figure                 weight                       at 20°C                           supply cores 
                                     n x mm²           approx. mm            kg/km               ≈ kg/km                    max. Ω/km                 acc. to DIN VDE 0298

Other dimensions and colours are possible on request.

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/industrial-cables-and-wires/400-hz-ground-power-supply-cables.html


   34001621         1 x (120,0 mm² +                                                                                120 mm²: 0,164 
                                 4 x 1,0 mm²)            22,2           1296,0             1331                      1,0 mm²: 20,0                                  292 A
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                   Construction:  
Conductor:                 tinned copper strands 

Insulation:                  S 

Colour code:              control cores: red, black, green, yellow 
                                   power supply core: red 

Stranding:                  control cores within the power supply core 

Sheath material:        PUR 

Sheath colour:           orange 

Marking:                    S BRÖCKSKES · D-VIERSEN · 
                                   GP 400 SC DC (120,0mm²+4x1,0mm²) 
                                   3400-1621 and current meter marking

                           Technical Data: 
Spannung:                                28 V DC 

Testing voltage:                         core/core 600 V AC 

Min. bending radius 
fixed laying:                                 4 x d 
flexible application:                      6 x d 

Temperature range                                                          
fixed laying:                                 -50/+90 °C                   
flexible application:                      -40/+90 °C 

Halogen-free:                             acc. to IEC 60754-1 + VDE 0482-754-1 

Oil resistance:                            very good - TMPU  
                                                   acc. to EN 50363-10-2 + VDE 0207-363-10-2 

Weather resistance:                   very good 

Absence of                                
harmful substances:                 acc. to RoHS directive of the European Union                      Outstanding features: 

                     ●       low capacity insulation 
                     ●       abrasion-resistant PUR sheath 
                        ●       control cores symmetrically arranged  
                                 inside power supply core 
                        ●       cold flexible 
                        ●       halogen-free 
                        ●       oil resistant 
                        ●       weather resistant

www.sab-cable.com

400 Hz Ground Power

GP 400 SC DC 
Ground Power supply cable 28 V DC - SingleCore Direct Current
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Application: For use in flexible applications, e.g. on mobile generators, in cable dispensers in the ground or on the pas-
senger bridge at 28 V DC.

Determination of the derating curve acc. to LV112-3 based on item no. 3400-1621

   Item. no                 no. of cores           outer-Ø              copper                cable                   DC resistance                      current rating 
                               x cross section                                    figure                 weight                       at 20°C                           supply cores 
                                     n x mm²           approx. mm            kg/km               ≈ kg/km                    max. Ω/km                 acc. to DIN VDE 0298

Other dimensions and colours are possible on request.

Reference value of current carrying capacity  
from derating curve 
 
for 20°C 
ambient temperature, 
taken from 80% curve:                 440 A 
 
for 20°C 
ambient temperature, 
taken from 100 % curve:              550 A 
 
precondition:  
laying separately free in air

ln 
compensating curve / fit 
0,8 x ln 
compensating curve / fit

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/industrial-cables-and-wires/400-hz-ground-power-supply-cables.html


   34004321          4 x (50,0 mm² +                                                                                 50,0 mm²: 0,393 
                                 4 x 1,0 mm²)             37,5           2096,0              2401                      1,0 mm²: 20,0                                 168 A 
   34004421          4 x (70,0 mm² +                                                                                   70 mm²: 0,277 
                                 4 x 1,0 mm²)            42,5          2956,8              3264                      1,0 mm²: 20,0                                 207 A
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                   Construction:  
Conductor:                 tinned copper strands 

Insulation:                  S 

Colour code:              control cores: red, black, green, yellow 
                                   power supply core: red 

Stranding:                  control cores within the power supply core 

Sheath material:        PUR 

Sheath colour:           orange 

Stranding:                  openly stranded 

Marking:                    S BRÖCKSKES · D-VIERSEN · 
                                   GP 400 QF 4x(50,0mm²+4x1,0mm²) 
                                   3400-4321 L1 resp. L2 resp. L3 resp. N C  
                                   and current meter marking

                           Technical Data: 
Nominal voltage:                      Uo/U 115/200 V 

Max. permissible 
operating voltage*:                  Uo/U 0,6/1 kV 

Testing voltage:                         core/core 4000 V AC 

Min. bending radius 
fixed laying:                                 4 x d 
flexible application:                      6 x d 

Temperature range                                                          
fixed laying:                                 -50/+90 °C                   
flexible application:                      -40/+90 °C 

Halogen-free:                             acc. to IEC 60754-1 + VDE 0482-754-1 

Oil resistance:                            very good - TMPU  
                                                   acc. to EN 50363-10-2 + VDE 0207-363-10-2 

Weather resistance:                   very good 

Absence of                                
harmful substances:                 acc. to RoHS directive of the European Union

                      Outstanding features: 
                     ●       low capacity insulation 

                     ●       abrasion-resistant PUR sheath 

                        ●       control cores symmetrically arranged  
                                 inside power supply core 

                        ●       cold flexible 

                        ●       halogen-free 

                        ●       oil resistant 

                        ●       weather resistant *  using all wires on one potential

www.sab-cable.com

400 Hz Ground Power

GP 400 QF 
400 Hz Ground Power supply cable - QuadFlex
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Application: For use in flexible applications, e.g. on mobile generators, in cable dispensers in the ground or on the pas-
senger bridge.

   Item. no                 no. of cores           outer-Ø              copper                cable                   DC resistance                      current rating 
                               x cross section                                    figure                 weight                       at 20°C                           supply cores 
                                     n x mm²           approx. mm            kg/km               ≈ kg/km                    max. Ω/km                 acc. to DIN VDE 0298

Other dimensions and colours are possible on request.

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/industrial-cables-and-wires/400-hz-ground-power-supply-cables.html


   34007123          7 x 25,0 mm² +                                                                                        25,0 mm²: 0,780                 168 A 
                               6 x 3 x 1,0 mm²          32,4                 1852,8               2245,5                  1,0 mm²: 19,5 
   34007223           7 x 35,0 mm² +                                                                                         35 mm²: 0,554                  207 A 
                               6 x 3 x 1,0 mm²          37,0                 2524,8               2934,5                  1,0 mm²: 19,5 
   34007224           7 x 35,0 mm² +                                                                                         35 mm²: 0,554                  207 A 
                               6 x 4 x 1,0 mm²          39,2                 2582,4              3060,9                  1,0 mm²: 19,5
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                   Construction:  
Conductor:                 bare copper strands 

Insulation:                  S 

Colour code:              control cores: black with numbers 1-18 
                                   neutral core: blue 
                                   phase core: white, brown, black 
                                   (two cores of the same colour form the phase) 

Stranding:                  Phase conductors concentrically  
                                   around neutral core,  
                                   control cores as tripple in the interstices 

Sheath material:        special compound 

Sheath colour:           orange 

Marking:                    S BRÖCKSKES · D-VIERSEN · 
                                   GP 400 SF 7x35,0mm²+6x3x1,0mm² 
                                   3400-7223 C and current meter marking

                           Technical Data: 
Nominal voltage:                      Uo/U 0,6/1 kV 

Testing voltage:                         core/core 4000 V AC 

Min. bending radius 
fixed laying:                                 4 x d 
flexible application:                      6 x d 

Temperature range                                                          
fixed laying:                                 -40/+70 °C                   
flexible application:                      -20/+70 °C 

Absence of                                
harmful substances:                 acc. to RoHS directive of the European Union

                      Outstanding features: 
                     ●       low capacity insulation 

                     ●       very smooth handling 

                        ●       also usable as a supply cable  
                                 directly on the aircraft 

                        ●       very good installation  
                                 in the smallest possible space

www.sab-cable.com

400 Hz Ground Power

GP 400 SF 
400 Hz Ground Power supply cable - SymmetricalFlex
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Application: For use as fixed cable with particularly good laying ability or for flexible use without high mechanical stress, 
e.g. in slow-moving drag chains on passenger boarding bridges. Optimized flexibility due to flexible core and sheath mate-
rials, thus easy installation and easy handling in the cable dispenser. Depending on the operating conditions, it can also 
be used as a direct supply line to the aircraft with a connector.

   Item. no                 no. of cores           outer-Ø              copper                cable                   DC resistance                      current rating 
                               x cross section                                    figure                 weight                       at 20°C                           supply cores 
                                     n x mm²           approx. mm            kg/km               ≈ kg/km                    max. Ω/km                 acc. to DIN VDE 0298

Other dimensions and colours are possible on request.

per phase

per phase

per phase

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/industrial-cables-and-wires/400-hz-ground-power-supply-cables.html


   34007244          7 x 35,0 mm² +                                                                                     35 mm²: 0,554 
                               6 x 4 x 1,0 mm²          41,4          2582,4              3380                        1,0 mm²: 19,5                       207 A
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                   Construction:  
Conductor:                 bare copper strands 

Insulation:                  S 

Colour code:              control cores: white with numbers 1-24 
                                   neutral core: blue 
                                   phase core: white, brown, black 
                                   (two cores of the same colour form the phase) 

Stranding:                  phase conductors concentrically  
                                   around neutral core,  
                                   control cores as a quad in the interstices 

Inner sheath:             PUR, rape yellow 

Supporting screen:    Aramid 

Sheath material:        PUR 

Sheath colour:           orange 

Marking:                    S BRÖCKSKES · D-VIERSEN · 
                                   GP 400 SF DR 7x35,0mm²+6x4x1,0mm² 
                                   3400-7244 C and current meter marking

                           Technical Data: 
Nominal voltage:                      Uo/U 0,6/1 kV 

Testing voltage:                         core/core 4000 V AC 

Min. bending radius 
fixed laying:                                    4 x d 
for repeated winding action:        7,5 x d 
guided on deflection pulleys:       10 x d 

Temperature range                                                                                                     
fixed laying:                                 -50/+90 °C                                                               
flexible application:                      -40/+90 °C 

Halogen-free:                             acc. to IEC 60754-1 + VDE 0482-754-1 

Oil resistance:                            very good - TMPU  
                                                   acc. to EN 50363-10-2 + VDE 0207-363-10-2 

Weather resistance:                   very good 

Absence of                                
harmful substances:                 acc. to RoHS directive of the European Union

                      Outstanding features: 
                     ●       low capacity insulation 

                     ●       reelable 

                        ●       high abrasion resistance 

                        ●       weather resistant 

                        ●       oil- and chamical resistant 

                        ●       halogen-free

www.sab-cable.com

400 Hz Ground Power

GP 400 SF DR 
400 Hz Ground Power supply cable - SymmetricalFlex Drum
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Application: For use as a reeling cable on motor or spring-driven cables reels in 400 Hz power systems.

per phase

   Item. no                 no. of cores           outer-Ø              copper                cable                   DC resistance                      current rating 
                               x cross section                                    figure                 weight                       at 20°C                           supply cores 
                                     n x mm²           approx. mm            kg/km               ≈ kg/km                    max. Ω/km                 acc. to DIN VDE 0298

Other dimensions and colours are possible on request.

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/industrial-cables-and-wires/400-hz-ground-power-supply-cables.html


   34003344          3 x 50,0 mm² +                                                                                     50,0 mm²: 0,386 
                               3 x 10,0 mm² +                                                                                      10,0 mm²: 1,91 
                               6 x 4 x 1,0 mm²          34,1           1958,4              2377                         1,0 mm²: 19,5                              168 A 
   34003444          3 x 70,0 mm² +                                                                                     70,0 mm²: 0,272 
                               3 x 12,0 mm² +                                                                                     12,0 mm²: 1,63 
                               6 x 4 x 1,0 mm²          39,0           2592,0              3080                        1,0 mm²: 19,5                              207 A
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                   Construction:  
Conductor:                 bare copper strands 

Insulation:                  S 

Colour code:              control cores: white with numbers 1-24 
                                   neutral cores: blue 
                                   phase cores: black with numbers 1-3 

Stranding:                  phase conductors together with trippled  
                                   neutral core and control cores in the interstices 

Inner sheath:             PUR, rape yellow 

Supporting screen:    Aramid 

Sheath material:        PUR 

Sheath colour:           orange 

Marking:                    S BRÖCKSKES · D-VIERSEN · 
                                   GP 400 TF DR 3x50,0mm²+ 
                                   3x10,0mm²+6x4x1,0mm² 
                                   3400-3344 C and current meter marking

                           Technical Data: 
Nominal voltage:                      Uo/U 0,6/1 kV 

Testing voltage:                         core/core 4000 V AC 

Min. bending radius 
fixed laying:                                    4 x d 
for repeated winding action:        7,5 x d 
guided on deflection pulleys:       10 x d 

Temperature range                                                                                                     
fixed laying:                                 -50/+90 °C                                                               
flexible application:                      -40/+90 °C 

Halogen-free:                             acc. to IEC 60754-1 + VDE 0482-754-1 

Oil resistance:                            very good - TMPU  
                                                   acc. to EN 50363-10-2 + VDE 0207-363-10-2 

Weather resistance:                   very good 

Absence of                                
harmful substances:                 acc. to RoHS directive of the European Union

                      Outstanding features: 
                     ●       low capacity insulation 

                     ●       reelable 

                        ●       high abrasion resistance 

                        ●       weather resistant 

                        ●       oil- and chamical resistant 

                        ●       halogen-free

www.sab-cable.com

400 Hz Ground Power

GP 400 TF DR 
400 Hz Ground Power supply cable - TripleFlex Drum
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Application: For use as a reeling cable on motor or spring-driven cables reels in 400 Hz power systems.

   Item. no                 no. of cores           outer-Ø              copper                cable                   DC resistance                      current rating 
                               x cross section                                    figure                 weight                       at 20°C                           supply cores 
                                     n x mm²           approx. mm            kg/km               ≈ kg/km                    max. Ω/km                 acc. to DIN VDE 0298

Other dimensions and colours are possible on request.

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/industrial-cables-and-wires/400-hz-ground-power-supply-cables.html
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S Bröckskes also supplies 400 Hz cables ready for installation.  
Various 400 Hz connectors available.  
- on request also with cable lugs.  
- each confection is packed safely and individually.  
- each product is tested for function.  
- on request with test report for 100% documentation.

www.sab-cable.com

400 Hz Ground Power

Plug’n’Play - ready harnessed with plug connector 
Ready-to-connect ground power cables with plug connectors

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/industrial-cables-and-wires/400-hz-ground-power-supply-cables.html
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S  B RÖCKSKES G M B H & CO. KG 

G R E FRATH E R STR. 204 - 212 B 

41749 VI E R SE N · G E R MANY 

TE L.: +49/2162/898-0 

FAX: +49/2162/898-101 

WWW.SAB-WOR LDWI DE.COM 

I N FO@SAB-B ROECKSKES.DE


